
SIM900 GSM Module

SIM900 chip parameters
* 4 frequency 850/900/850/900
* GPRS multi - slot 10/8 class
* GPRS mobile station class B
* meet GSM 2/2 + standard
- Class 4 (850/900 W @ 2 MHz)
1800/1900 - Class 1 (1 W @ MHZ)
* size: 24 * 24 * 3 mm
* weight: 3.4 g
* by the AT command control (GSM 07.07, 07.05 and SIMCOM enhance the AT command set)
* SIM application toolkit
* chip power range: 3.2...4.8 V
* low power consumption: 1.0 mA (sleep mode)
* operating temperature range: - 40 ° C to + 85 ° C
Module parameters
1). The power supply voltage: 5 v
2) power supply current: > 1 a

Directions for use
The use of TTL level serial interface:
Using a serial port TO the module sends the AT command can control module is texting, make a phone call and connection of GPRS network, you can use USB TO TTL serial port and MUC serial interface of receiving module.Pay attention to the level of the interface:
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If your level of the serial port is 3.3 V, can be directly got 3 vr and 3 vt, VCC_MCU matching serial port can be used to level, the voltage will be the same as the serial port level received VCC_MCU, then a serial port receives OVR and OVT, can match the other serial port level.Pay attention to the GND.So you can use the AT command control module.

The use of serial interface RS232 level:
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If you are using an RS232 interface, the RX and TX of RS232 interface separately received the TX and RX module, RS232 GND receive module GND.So you can use the AT command control module.
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